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TYPICAL CROSS SECTIONS

10"

BITUMINOUS SURFACE

STA. 0+00 TO STA. 5+78
BUILT AS: SECTION 58 G

STA. 28+00 TO STA. 125+00
BUILT AS: SECTION 72 Q

8" AGGREGATE BASE (58 G)
TREATMENT, CLASS At 9" AGGREGATE BASE (72 Q)

EXISTING CROSS SECTION

f 5 0 10"
— 1 | PROFILE GRADE
o T < e, ./, Lt aeTTa e .
X BITUMINOUS SURFACE 8" AGGREGATE BASE
a3 TREATMENT, CLASS A1

EXISTING CROSS SECTION

STA. 125+00 TO STA. 126+00 STA. 218+96.03 TO STA. 274+62

BUILT AS: SECTION 27~A1

BUILT AS: SECTION 27-A2

STA, 126+00 TO STA. 202+00 STA, 274+62 TO STA. 301+00

BUILT AS: SECTION 27-A2

BUILT AS: SECTION 27-A4

I 4 Lil 11"
-PROFILE GRADE
DIV ISPy ORI RPN IR A AN AR P TG
\IAR‘ES 4" BITUMINOUS 8" TO 9" AGGREGATE BASE

SURFACE MIXTURE

XISTING CRO CTl

STA. 0+53 TO STA. 204+30.46

STA. 218+96.03 TO STA. 301+00
BUILT AS: VARIOUS COUNTY MAINT. PROJECTS

A . a8

15" BITUMINOUS CONCRETE SURFACE
COURSE, MIX “C", CLASS /, TYPE 3

" INOUS CONCRETE
ol oo, e 3 IST, 0s

STA. 202+00 TQ STA. 204+30.46
STA. 208+52.04 TO STA. 214+99.25
STA. 217+00.75 TO STA. 218+96.03

BUILT AS: SECTION 61—00129—~00~8R

12" AGGREGATE BASE

I 4 1’ L 4 |
3 + 10'-6" 106" 1 kg
. PROFILE GRADE . |
l Y /FT. * Ja'/FT.
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VR 1.1/2" POLYMERIZED HOT-MIX ASPHALT SURFACE 3/4" LEVELING BINDER (MACHINE
COURSE, MIX "C", N50 (PROPOSED) METHOD), N50 (PROPOSED,

AGGREGATE WEDGE SHOULDERS
(TO BE DONE BY OTHERS)

"4/?,!3,

(ADDITIONAL LEVELING BINDER (MACHINE ME] THOD):) NSO

REQUIRED TO FIX SUPER—ELEVATION DEFICIENCIES,
(SEE PLANS FOR LOCATIONS)

PROPOSED CROSS SECTION
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lcounry] ROUTE | SECTION [T

ADAMS[FAS’ 2592' 08—00207—00—-/?3‘ 15 | 3

TYPICAL CROSS SECTIONS,

PROJECT NO. RS-2592(102)

HOT=MIX ASPHALT MIXTURE REQUIREMENTS
/w1 ASPHALT GRADE | AGG COMPOSITION | VoiDs ]
8 UL=9.5 or 12.5 MIX Cl4.0% @ N50

» zHE ALGEBRAIC DIFFERENCE BETWEEN THE SHOULDER SLOPE
N

ID THE PAVEMENT SLOPE SHALL NOT EXCEED 10%

wx OROWN DOES NOT APPLY IN AREA OF SUPER—ELEVATION OR

SUPER~ELEVATION TRANSITION.




